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Results for elimination approach (double difference)
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Hy = X(PCCry,) = X (PCCy,)) (c) BL-2 (DELT/DELT) (d) BL-3 (OMEG/OMEG)

Hy == X(PCCpy,) = X (Pccmj)

Javad OMEGA. The PCC sets have been obtained using Javad Delta TRE_G3T.
Baseline 1 (BL-1)

Figure 3: Position variations using several GNSS signals and linear combinations with and without tropospheric estimates. Results

are shown for NOV703GGG.R2 using identical receiver brands in parallel (a) Septentrio PolaRx5TR, (c) Javad Delta TRE_G3T and (d)

. & North 'ji}égtion 2 Table 2: Comparison of previous baseline configurations with respect to BL-1 (SEPT/SEPT) solution
, Baseline 2 (BL-2) i’; ’g‘:ﬁ A5tropo Ah
e — ") g fw;L No. Freq. DELT/SEPT OMEG/SEPT DELT/SEPT OMEG/SEPT
‘ ‘ Figure 2: Comb‘ined .‘zero / shc;rt baseline [mm] [mm] [mm] [mm]
set-up with common clock for validation of 1 GLI+4+T 0.2 0.2 0.8 ~ 0
Figure 1: Concept of validation set-up the IfE-PCC patterns 2 GL2+T 01 01 05 ~ 0
_ 3 GLO+T 0.7 0.1 2.0 0.3
General processing scheme
| | | | Baseline: NAX3G+C NONE
» PCC obtained by in-house processing [Kroger et al., 2021], variable e o, SE—
I north - | I north =0 ; I north | |
receiver combination (cf. #EGU21-8507, Session G1.3) o = * = Lo =
» Study for 12 days GNSS data in 2020 for each combination jﬂ 1 D - jﬂ H I D
» DOY162-173: NOV703GGG.R2 (relative (DD) strategy) E 00 o Eooimg g B A T
> DOY184-195: NAX3G+C (relative (DD) & PPP strategy) ol |l ol |
Approaches and processors -
» Elimination: Bernese 5.2 GNSS incl. CODE products [Dach et al., 2015] T guf e ot el o e o e cuT e o e o e ot e o

» Estimation: PPP-Algorithm in-house implementation (Kalman Filter) (a)BL-1 (SEPT/SEPT) (b) BL-2 (DELT /DELT) (c) BL-3 (OMEG/OMEG)

Table 1: Processing parameters
baselines with various PCCs obtained with SEPT (cf. Fig.1 and Fig. 2)

Approach  Weighting cutt-off /1D Ambiguity res. Findings
Bernese 5.2 cosz 6°  Dry/wet GMF  SIGMA » The Up-component is most affected (cf. Fig. 3-Fig. 4)
PPP (IfE) COS Z 6° VMF3 -

» Individual effects noticeable but close to the level of significance
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Figure 4: Topocentric position deviations with and without troposphere estimates using NAX3G+C receiver antenna and parallel
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Results for estimation approach (PPP)
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(d) A post fit residuals

Figure 5: Differences of PPP results (DoY186, 2020) obtained for multi-GNSS processing using an identical antenna but with different,
individual PCCs that were derived by simultaneous calibrations of Javad Delta TRE_G3T (DELT) and PolaRx5TR (SEPT). PPP results
obtained for GPS/Galileo ionosphere-free linear combination LO(GPS) & L15(Galileo)
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Fig. 3) due the corresponc

LO(L1/L5): (2.26, -1.26) |
» Different signals show individual effects, in elevation higher as in

azimuthal range (cf. Fig.4) with up to 2mm in Up-Component

» PPP affected by position deviations and further effects on ZWD (cf.
Fig.5) and clock offset below 1cm
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