A L1 transformational operator for the objective
evaluation of the EarthCARE Cloud Profiling Radar
data products using suborbital observations

L. Pfitzenmaier', P. Kollias'2, K. Lamer3, B. Puigdomench?, A. Battaglia>, and U. Léhnert’

" Institute of Geophysics and Meteorology, University of Cologne, ° Stony Brook University, Stony Brook, NY, USA,
3 Brookhaven National Laboratory, Upton, NY, USA, 4 McGill University, Montreal, QC, Canada, ° Politechnico of Torino, Italy

1. Motivation

ldentifled need for pre-launch evaluation of Satellite Cloud
Profiling Radar (CPR) measurements and products to assess their
nerformance. Ground based radar networks (FRM4Radar, ACTRIS)
nave a good global coverage and have large data sets, and offer
nerfect conditions for CPR Cal/Val activities. However one has to
transform the ground based data sets to satellite view [1,2,3] to make
best use of the data

Research questions:

= How is the CPR’s performance for low clouds?

= Can the Doppler capability be used to capture cloud processes?
Task: Transform ground based radar data into satellite view!

= Assess of CPRs Doppler capabillities

» |dentify challenging regions of the CPRs - e.qg. low level clouds

» Generate a large data sets for evaluation (statistical and objective)

2. Simulator Algorithm

Input: Ground based w-band radar data (reflectivity and Doppler
velocity)

1) Data re-gridding and axis conversion

= Along-track: use constant v,,,, = 6 ms™' to convert time = along
track

= Re-gridding: conman range grid (multiple chirp tables)

= |ntroduce a surface echo (52 dBZ)

2) Data convolution along track and integration along track [1,2]
= Convolution along track for each bin - flexible along track
Integration
» Along track integration: EarthCare - 500 m along track steps
= Add Doppler velocity error due to satellite motion

3) Data Convolution along range [1]

= Convolution of data according to Satellite range resolution (sat
pulse length)

> Best radar measurements from space

3.1. Case study: Mindelo, Cape Verdes
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3.2 Case Study: Barbados Cloud Observatory, Barbados
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Compare simulation statistics to EarthCare data when it is flying.
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